MIAMI-DADE COUNTY
PRODUCT CONTROL SECTION

DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER) 11805 SW 26 Street, Room 208
BOARD AND CODE ADMINISTRATION DIVISION T (786) 315-2590 F (786) 315-2599
NOTICE OF ACCEPTANCE (NOA) www.nmiamidade.gov/economy
WinDoor, Inc,

7500 Amsterdam Drive

Orxlando, FL 32832

Scori:

This NOA is being issued under the applicable rules and regulations governing the use of construction
materials. The documentation submitted has been reviewed and accepted by Miami-Dade County RER -
Product Control Section to be used in Miami Dade County and other arcas where allowed by the Authority
Having Jurisdiction (AHI).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Section (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right
to have this product or material tested for quality assurance purposes. I this product or material fails to
perform in the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may
immediately revoke, modify, or suspend the use of such product or material within their jurisdiction. RER
reserves the right to revoke this acceptance, if it is determined by Miami-Dade County Product Control
Section that this product or material fails to meet the requirements of the applicable buiiding code.

This product is approved as described herein, and has been designed to comply with the Florida Building
Code, including the High Velocity Hurricane Zone,

DESCRIPTION: Series “9020” Aluminum Fixed Window — S.M.1L.

APPROVAL DOCUMENT: Drawing No. 08-01635, titled “9020 Picture Window — Small Missile
Immpact” sheets 1 through 11 of 11, dated 06/20/12, with revision C dated 03/13/14, prepared by
manufacturer, signed and sealed by Luis R, Lomas, P.E., bearing the Miami-Dade County Product Control
Revision stamp with the Notice of Acceptance number and expiration date by the Miami-Dade County
Product Control Section.

MISSILE IMPACT RATING: Small Missile Impact Resistant

LABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state,
model/series, and following statement: "Miami-Dade County Product Control Approved", unless otherwise
noted herein,

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been
no change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change
in the materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement
of any product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure
to comply with any section of this NOA shall be cause for termination and removal of NOA,

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and

followed by the expiration date may be displayed in advertising literature. If any portion of the NOA is
displayed, then it shall be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its
distributors and shall be available for inspection at the job site at the request of the Building Official.

This NOA revises NOA# 12-0627.06 and consists of this page 1 and evidence pages E-1 and E-2, as well as
approval document mentioned above.

The submitted documentation was reviewed by Manuel Perez, P.E.,

NOA No. 14-0107.12

Expiration Date: November 29, 2017
Approval Date: April 03,2014
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WinDoor, Inc.

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A. . DRAWINGS
1. Manufacturer's die drawings and sections.
2, Drawing No. 08-01635, titled “9020 Picture Window - Small Missile Impact”, sheets
1 through 11 of 11, dated 06/20/12, with revision C dated 03/13/14, prepared by
manufacturer, signed and sealed by Luis R, Lomas, P.E,

B. TESTS
1. Test reports on: 1) Air Infiltration Test, per FBC, TAS 202-94
2) Uniform Static Air Pressure Test, Loading per FBC, TAS 202-94
3) Water Resistance Test, per FBC, TAS 202-94
4) Small Missile Impact Test per FBC, TAS 201-94
5) Cyclic Wind Pressure Loading per FBC, TAS 203-94
6) Forced Entry Test, per FBC 2411 3.2.1, TAS 202-94
along with installation diagram of an aluminum fixed window, prepared by National
Certified Testing Laboratories, Test Report No, NCTL-210-3778-1, Specimens 1, 2,
3,4,5,6,7, 8 and 9, dated 04/17/12, revised on 07/22/13 and updated on 09/27/13,
signed and sealed by Gerald J. Ferrara, P.E.
(Submitted under previous NOA# 12-0627.06)
2. Test reports on: 1) Air Infiltration Test, per FBC, TAS 202-94
2} Uniform Static Air Pressure Test, Loading per FBC, TAS 202-94
3) Water Resistance Test, per FBC, TAS 202-94
4) Small Missile Impact Test per FBC, TAS 201-94
5) Cyclic Wind Pressure Loading per FBC, TAS 203-94
6) Forced Entry Test, per FBC 2411 3.2.1, TAS 202-94
along with installation diagram of an aluminum fixed window, prepared by National
Certified Testing Laboratories, Test Report No. NCTL-210-3778-2, Specimens 1, 2,
3,4, 5, 6 and 7, dated 04/17/12, signed and sealed by Gerald J. Ferrara, P.E.
(Submitted under previous NOA# 12-0627.06)

C. CALCULATIONS
1. Anchor verification calculations and structural analysis, complying with FBC-2010,
dated 06/11/12, 06/18/12 and 01/02/14, prepared, signed and sealed by Luis R. Lomas,
P.E. ‘
(Submitted partly under previous NOA# 12-0627.06)
2. Glazing complies with ASTM E1300-04

D. QUALITY ASSURANCE : _
1. Miami-Dade Department of Regulatory and Economic Resources (RER)

NOA No. 14-0107.12
Expiration Date: November 29,2017
Approval Date: April 03,2014




WinDoor, Inc,

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

| DX MATERIAL CERTIFICATIONS

1. Notice of Acceptance No. 11-0624.02 issued to E.I. DuPont DeNemours & Co., Inc.
for their “DuPont SentryGlas® Interlayer” dated 08/25/11, expiring on 01/14/17.

2, Test report No, ATI-60520-106.18, prepared by Architectural Testing, Inc., dated
11/09/06, with Revision #1 dated 11/29/06, issued to ENSINGER, Inc., for their
Tecatherm® 66 GF Insulbar Thermal Barrier plastic material per ASTM D635—
98 “Standard Test Method for Rate of Burning and/or Extent and Time of Burning of
Plastics in a Horizontal Position” and ASTM D2843-99 “Standard Test Method for
the Density of Smoke from the Burning Decomposition of Plastics”, ASTM D1929-96
(2000)e01 “Standard Test Method for Ignition Properties of Plastics”, also per ASTM
G 155-00ael “Standard Practice for Operating Xenon Arc Light Apparatus for
Exposure of Non-Metallic Materials” and ASTM D638-03 “Standard Test Method

Jor Tensile Properties of Plastics”, signed and sealed by Joseph A. Reeves, P.E.

F. STATEMENTS :

1. Statement letter of conformance, complying with FBC-2010, and of no financial
interest, dated October 2, 2013, signed and sealed by Luis R. Lomas, P.E.

2. Laboratory compliance letter for Test Reports No. NCTL-210-3778-1 and NCTL-
210-3778-2, issued by National Certified Testing Laboratories, dated 04/17/12, all
signed and sealed by Gerald J. Ferrara, P.E.
(Submitted under previous NOA# 12—-0627.06)

3. Proposal No. 11-0495 issued by Product Control Section, dated May 23, 2011, revised
on July 06, 2011, signed by Manuel Perez, P.E.
(Submitted under previous NOA# 12-0627.06)

G. OTHER
1. Notice of Acceptance No. 12-0627.06, issued to WinDoor, Inc. for their Series “9020”
Aluminum Fixed Window — S.M.L, approved on 11/29/12 and expiring on 11/29/17.

o/ 37N
33

paazy E.
Product Control:Exanyiner
NOA No. 14-8107.12
Expiration Date: November 29, 2017
Approval Date: April 03,2014




NOTES:

1.

2.

10.
11,
12.
13.

THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLY WITH
REQUIREMENTS OF THE FLORIDA BUILDING CODE INCLUDING THE HVHZ.

WOCD FRAMING AND MASONRY OPENING TO BE DESIGNED AND ANCHORED TO PROPERLY
TRANSFER ALL LOADS TO STRUCTURE. FRAMING AND MASONRY OPENING IS THE
RESPONSIBILITY OF THE ARCHITECT OR ENGINEER OF RECORD.,

1X BUCK OVER MASONRY/CONCRETE 1S OPTIONAL,

WHERE SHIM OR BUCK THICKNESS IS LESS THAN 1-1/2" WINDOW UNITS MUST BE
ANCHORED THROUGH THE FRAME IN ACCORDANCE WITH MANUFACTURER'S PUBUISHED
INSTALLATION INSTRUCTIONS. ANCHORS SHALL BE SECURELY FASTENED DIRECTLY INTO
MASONRY, CONCRETE OR OTHER STRUCTURAL SUBSTRATE MATERIAL.

WHERE WOOD BUCK THICKNESS 1S 1-1/2" OR GREATER, BUCK SHALL BE SECURFELY
FASTENED TO MASONRY, CONCRETE OR OTHER STRUCTURAL SUBSTRATE. WiNDOW UNITS MAY
BE ANCHORED THROUGH FRAME TO SECURED WOOD BUCK [N ACCORDANCE WITH
MANUFACTURER’S PUBLISHED INSTALLATION INSTRUCTIONS.

WHERE 1X BUCK IS NOT USED DISSIMILAR MATERIALS MUST BE SEPARATED WITH APPROVED
COATING OR MEMBRANE. SELECTION OF COATING OR MEMBRANE 1S THE RESPONSIBILITY OF
THE ARCHITECT OR ENGINEER OF RECORD.

BUCKS SHALL EXTEND BEYOND WINDOW INTERIOR FACE SO THAT FULL FRAME SUPPORT iS
PROVIDED.

SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING SHIM. SHIM WHERE
SPACE OF 1/16" OR GREATER OCCURS. MAXIMUM ALLOWABLE SHIM STACK TO BE 1/47.
SHIMS SHALL BE MADE FROM MATERIALS CAPABLE OF SUSTAINING APPLICABLE LOADS,
LOCATED AND APPLIED IN A THICKNESS CAPABLE OF SUSTAINING APPLICABLE LOADS.

WIND LOAD DURATION FACTOR Cd=1.6 WAS USED FOR WOOD ANCHOR CALCULATIONS.
FRAME MATERIAL: ALUMINUM 6063-T86.

UNITS MUST BE GLAZED PER ASTM E1300-04, SEE SHEET 6 FOR GLASS OPTIONS.
APPROVED IMPACT PROTECTWE SYSTEM IS NOT REQUIRED FOR THIS PRODUCT IN WIND
BORNE DEBRIS REGIONS WHEN INSTALLED ABOVE 30FT HEIGHT.

14,

15.

16.

17.
18.

REVISIONS
REV DESCRIPTION DATE APPROVED
A | ADDED CALL OUTS 10/24/12 | R.L.
B | REVISED PER NEW TESTING 10/01/13 | R4,
| € | REVISED PER MD COMMENTS 03/13/14 | R.L

FOR ANCHORING INTO WOOD FRAMING OR 2X BUCK USE #12 WOOD SCREWS WiTH
SUFFICIENT LENGTH TO ACHIEVE A 1 5/8" MINMUM EMBEDMENT INTO SUBSTRATE. LOCATE
ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.

FOR ANCHORING INTC MASONRY/CONCRETE USE 1/4" TAPCONS WITH SUFFICIENT LENGTH
TO ACHIEVE A 1 1/4” MINIMUM EMBEDMENT INTG SUBSTRATE WITH 2 1/2" MINIMUM EDGE
DISTANCE. LOCATE ANCHORS AS SHOWN iN FLEVATIONS AND INSTALLATION DETAILS.

FOR ANCHORING INTO METAL STRUCTURE USE #12 SMS OR SELF DRILLING SCREWS WITH
SUFFICIENT LENGTH TO ACHIEVE 3 THREADS MINIMUM BEYOND STRUCTURE INTERIOR WALL.
LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.

ALL FASTENERS TO BE CORROSION RESISTANT.

INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR
MANUFACTURER'S INSTALLATION INSTRUCTIONS AND ANCHORS SHALL NOT BE USED IN
SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BELOW:

WOOD — MINIMUM SPECIFIC GRAVITY OF G=0.42

CONCRETE — MINIMUM COMPRESSIVE STRENGTH Of 3,192 PSL

MASONRY — STRENGTH CONFORMANCE TO ASTM C-90, GRADE N, TYPE 1 (OR GREATER).
METAL STRUCTURE: STEEL 18GA, 33KSI OR ALUMINUM 6063-T5 1/8" THICK MINWMUM

SoODp

SIGNED: 03/13/2014

7500 AMSTERDAM DRIVE
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REVISIONS

l—— 60" MAX FRAME WIDTH —= .- 98" MAX FRAME WIDTH REV DESCRIPTION DATE APPROVED
o A ADDED CALL OUTS 10/24/12 R.L.
" MAX 0.C. 12 3/16” MAX 0.C.
8 MAX 0.C / REVISED PER NEW TESTING 10/01/13 |RL.
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CHART #1 REVISIONS
Design pressure rating for units with glazing A {psf) REV DESCRIPTION DATE APPROVED
Frame Frame width (in)
Helght 240 30.0 760 42.0 450 54.0 60.0 86.0 72.0 78.0 4.0 0.0 6.0 A | ADDED CALL OUTS 10/24/12 | R.L.
(In} Pos | Neg | Pos | Neg | Pos [ Ney | Pos [ Ney | Pos | Neg | Pos | Ney | Pos | Neg | Pos | Neg | Pos { Neg | Pos | Neg Pos | Neg | Pos | Neg | Pos | Neg REVISED PER NEW TESTING 10/01/13 R.L.
240 | 1473 | 147.3 | 146.0 | 146.0 | 144.7 | 144.7 | 143.3 | 143.3 | 142.0 | 142.0 | 140.7 | 140.7 | 139.3 | 139.3 | 136.0 | 138.0 | 136.7 | 136.7 | 136.3 | 1363 | 134.0 [134.0]132.7] 132.7 ]131.3]131.3
30.0 | 146.0 | 146.0 | 1458 | 146.8 | 144.2 | 144.2 | 142.5 | 142.5 | 140.8 | 140.8 | 139.2 | 130.2 | 187.5 | 137.5 | 135.8 | 135.8 | 134.2 | 134.2 | 1325 | 1325 | 130.8 [130.8[129.2] 120.2 [127.5]127.5 C | REVISED PER MD COMMENTS 03/13/14 | RL
36.0 | 144.7 | 1447 | 1442 | 1442 | 144.0 | 144.0 | 142.0 | 42,0 | 140.0 | 140.0 | 138.0 | 138.0 | 136.0 | 136.0 | 134.0 | 134.0 | 132.0 [ 132.0 | 130.0 | 130.0 | 128.0 | 128.0126.0] 126.0 |124.0}124.0
320 | 1433 | 1433 | 1425 | 1426 | 142.0 | 142.0 | 141.8 | 141.8 | 1305 | 1305 | 137.2 | 137.2 | 134.8 | 134.8 | 132.5 | 132.5 | 130.2 | 130.2 | 127.8 | 127.8 | 126.5 [126.6[123.2] 123.2 {120.8]120.8
780 17320 [ 742.0 | 140.8 | 140.8 | 140.0 | 140.0 | 139.5 | 130.5 | 130.5 | 130.3 | 136.7 | 136.7 | 134.0 | 134.0 | 131.3 | 1314 | 128.7 | 128.7 | 126.0 | 126.0 | 123.3 [123.3]120.7[ 120.7 | 118.0]|118.0
54.0 | 140.7 | 140.7 | 130.2 | 139.2 | 138.0 | 138.0 | 137.2 | 137.2 1 136.7 | 136.7 | 1365 | 1365 | 133.5 | 133.5 | 130.5 | 130.5 | 127.5 | 127.5 | 1245 | 124.6 | 1215 [121.5|118.5] 118.5 [ 116.5[{116.6
60.0 | 1393 | 1393 | 4375 | 137.5 | 136.0 | 136.0 | 134.8 | 134.8 | 134.0 | 134.0 | 1335 | 1335 | 133.3 | 133.3 | 130.0 | 130.0 | 126.7 | 126.7 | 123.3 | 123.3 [ 120.0 [120.0{116.7[ 116.7 [113.3]113.3
66.0 | 138.0 | 136.0 | 136.8 | 135.8 | 134.0 | 134.0 | 132.6 | 132.6 | 131.3 | 131.3 | 130.6 | 130.5 | 130.0 | 130.0 | 120.8 | 129.8 | 126.2 | 126.2 | 1225 | 1225 | 118.8 [118.8]115.2] 1156.2 [111.5[111.5
72.0 [ 136.7 | 136.7 | 134.2 | 138.2 | 132.0 | 132.0 | 130.2 | 130.2 | 128.7 | 126.7 | 1275 | 127.6 | 126.7 | 126.7 | 126.2 | 126.2 | 126.0 | 126.0 | 122.0 | 1220 | 118.0 [118.0]114.0{ 114.0 }110.0{110.0
78.0 | 1353 | 1353 [ 1325 | 132.5 | 130.0 | 130.0 | 127.8 | 127.8 | 126.0 | 126.0 | 1245 | 1245 | 1233 [ 123.3 | 1225 } 1225 | 122.0 | 122.0 | 121.8 } 124.8 | 117.6 }117.5] - - - -
84.0 | 134.0 | 134.0 | 130.8 | 130.5 | 126.0 | 128.0 | 1255 | 125.5 | 123.3 [ 1233 | 1215 | 1215 [ 1200 | 120.0 | 1188 [ 1188 | 118.0 [ 1180 [ 1176 | 117.6 | - - - - - -
90.0 | 132.7 | 132.7 | 129.2 | 1202 | 126.0 | 126.0 | 123.2 | 123.2 } 120.7 | 120.7 | 1185 | 1185 [ 116.7 } 116.7 | 1162 [ 1162 ] 1140 [ 1140] - - - - - - - -
96.0 | 1313 [131.3 | 1275 [ 1275 | 124.0 | 124.0 | 120.8 | 120.8 | 118.0 [ 118.0 | 1155 [ 1156 | 1133 [ 1133115 15| 1100 f 110.0 | - - - - - - - -
702,0 | 130.0 | 1300 | 1258 | 126.8 | 122.0 | 122.0 | 1185 | 1165 | 1153} 1153 [ 1125 | 1125 [ 1100 | 1100 | 107.8 | 107.8 | - - - - - - - - - -
708.0 | 128.7 | 128.7 | 124.2 | 1242 | 120.0 | 1200 | 116.2 | 116.27| 1127 | 1127 | 1005 [ 1098.5 { 106.7 [ 106.7 ] - - - - - - - - - - - -
1140 | 1273 | 127.3 | 1225 | 1225 | 118.0 | 118.0 | 113.8 | 113.8 | 110.0 [ 170.0 | 1068.5 { 1065 { 1033 | 103.3{ - - - - - - - - - - - -
120.0 | 1260 | 126.0 | 120.8 | 120.8 | 116.0 { 116.0 | 111.5 | 111.5 | 1073 | 107.37[ 1036 { 103.56 [ 100.0 | 100.0 | - - - - - - - - - - - -
126.0 | 124.7 | 1247 ] 119.2 | 119.2 | 114.0 | 114.0 | 108.2 { 1090.2 | 104.7 | 104.7 | 1006 [ 1005 | - - R - B - - - - - - - - -
732.0 | 1233 [ 1233 | 1475 | 117.5 | 1120 | 112.0 [ 108.8 | 106.8 | 1620 | 102.0 | 97.6 | 97.5 - - N - - - . - - - - - - -
138.0 | 122.0 | 122.0 | 1i5.8 | 115.8 [ 110.0 | 110.0 | 104.5 | 104.6 | 99.3 | 99.3 - - - - - - - - - - - - - - - -
144.0 | 120.7 | 120.7 | 1142 | 1142 [ 108.0 | 108.0 | 1022 [ 102.2 | 967 | 96.7 - - - - - - - - - B - - - - - -
CHART #2
Design pressure rafing for units with glazing B and C (psf)
Frame - Frame wldth {in)
Height 240 30.0 36.0 42,0 48.0 54.0 60.0 66.0 72.0 78.0 84.0 90.0 96.0
(in) Pos | Neg | Pos | Neg | Fos | Neg | Pos | Neg | Pos | Neg | Pos | Neg | Pos { Neg | Pos | Neg | Pos | Neg | Pos | Neg Pos | Neg | Pos | Neg | Pos | Neg
24.0 | 1250 | 1250 | 125.0 | 125.0 | 125.0 | 126.0 | 125.0 | 125.0 | 125.0 | 125.0 | 125.0 | 125.0 | 126.0 | 125.0 | 125.0 | 125.0 | 125.0 | 125.0 | 1250 [ 125.0 1 124.0 | 124.0[122.7] 122.7 1121311213
30.0 | 126.0 | 125.0 | 125.0 | 125.0 | 125.0 | 126.0 | 125.0 | 126.0 | 125.0 | 125.0 | 125.0 | 1250 | 1250 | 125.0 | 126.0 | 125.0 | 124.2 | 124.2 | 1225 | 122.6 { 120.8 [120.8]119.2{ 119.2 | 117.5[117.6
36.0 | 125.0 | 125.0 | 1250 | 125.0 | 125.0 | 125.0 | 125.0 | 125.0 | 125.0 | 126.0 | 125.0 | 125.0 | 126.0 | 126.0 | 124.0 | 124.0 | 122.0 | 122.0 | 120.0 | 120.0 | 118.01118.0/116.0] 116.0 |114.0{114.0
420 | 1250 | 1250 | 126.0 | 125.0 | 125.0 | 125.0 | 125.0 | 125.0 | 125.0 | 125.0 | 125.0 | 125.0 | 124.8 | 124.8 | 1225 | 122.5 | 120.2 [ 120.2 | 117.8 [ 117.8 | 115.6 [116.6]113.2] 113.2 }110.8/110.8
480 | 1250 | 125.0 | 125.0 | 125.0 | 1250 | 125.0 | 125.0 | 125.0 | 125.0 | 125.0 | 125.0 | 126.0 | 124.0 | 124.0 | 121.3 | 121.3 | 118.7 | 118.7 [ 1160 | 116.0 | 113.3 }113.3]110.7] 110.7 ]108.0}108.0
540 | 1250 | 126.0 | 125.0 | 925.0 | 126.0 | 126.0 | 125.0 | 125.0 | 125.0 | 125.0 | 125.0 | 125.0 | 123.5 | 123.5 | 120.5 | 1205 | 117.5 | 117.6 | 1145 | 114.5 | 111.6 [111.6]108.5] 108.5 | 106.5{105.6
80.0 | 1250 | 125.0 | 1250 | 1250 | 125.0 [ 125.0 | 1248 | 124.8 | 124.0 | 124.0 | 1235 | 123.5 | 123.3 | 123.3 | 120.0 | 120.0 | 116.7 | 116.7 | 113.3 | 113.3 [ 110.0 [110.0]106.7] 106.7 |103.3]103.3
66.0 | 125.0 | 125.0 | 125.0 [ 1250 | 124.0 | i24.0 | 1225 | 1225 | 1213 | 121.3 | 1205 | 1205 | 120.0 | 1200 | 119.8 | 119.8 | 116.2 | 116.2 | 112.6 | 112.5 | 108.8 [108.8]105.2] 105.2 | 101.5[101.5
72.0 11260 11260 | 1242 | 124.2 | 122.0 | 122.0 1 120.2 | 1202 | 118.7 | 118.7 | 1175 | 117.6 | 116.7 | 116.7 | 116.2 | 116.2 | 116.0 | 116,0 | 112.0 | 112.0 | 108.0 | 108.0{104.0] 104.0 [100.0;100.0
78.0 | 125.0 | 1250 | 122.5 | 1225 § 120.0 | 1200 | 117.8 | 117.8 | 176.0 | 116.0 | 1145 | 1146 | 1133 | 1183 | 1125 1125 [ 1120 | 1120 ] 111.8 | 111.8 [ 107.5 {107.5] - - - -
840 | 124.0 | 124.0 | 120.8 | 120.8 | 118.0 | 118.0 [ 1155 | 1155 | 113.3 | 113.3 | 1115 [ 1116 1 1100 | 110.0 | 108.8 ] 108.8 | 108.0 | 108.0 | 107.5 [ 1075 | - - - - - -
90.0 | 122.7 | 122.7 | 1792 | 1182 | 1160 | 116.0 | 113.2 [ 113.2 ] 110.7 | 140.7 | 1085 | 1085 | 106.7 | 106.7 | 105.2 [ 105.2 | 104.0 | 1040 | - - - - - - - -
96.0 | 1213 | 1213 | 1175 | 1175 | 1140 | 1140 | 110.8 | 110.8 | 108.0 | 108.0 | 105.5 | 1055 | 103.3 | 103.3 [ 101.5 [ 101.5 1 100.0 | 100.0 | - - - - - - - -
102.0 112001 1200 [ 1158 [ 1168 | 1120 | 112,01 1085 | 108.5 | 1053 | 105.3 | 1025 | 102,56 | 1000 | 100.0 ¢ 97.8 | 978 - - - - - - - - - -
108.0 | 118.7 | 118.7 | 114.2 | 114.2 | 110.0 | 110.0 | 106.2 [ 106.2 | 102.7 | 102.7 | 99.56 | 98.5 | 967 | 96.7 - - - - - - - - - - - -
1140 | 1173 | 1173 | 1125 | 1125 | 108.0 | 108.0 | 103.8 | 103.8 [ 100.0 [ 100.0{ ©6.5 | 865 | 83.3 | 93.3 - - - - - - - - - - . -
1200 | 1160 | 116.0 | 110.6 | 1108 | 106.0 | 106.0 | 1015 [101.5] 973 | 97.3 | 935 | 935 | 90.0 | 900 - - : - - - - - - - - -
1260 | 1147 | 1147 [ 100.2 | 108.2 | 104.0 | 104.0 ] 902 | 982 | 947 | 947 | 905 | 90.5 - - - - - - - - - - - - - -
132.0 | 1133 | 113.3 | 107.5 | 1075 | 1020 | 162.0| 968 | 96.8 | 920 | 920 | 875 | 87.5 - - - - - - - - - - - - - -
138.0 | 1720 | 112.0 | 1058 | 105.8 { 100.0 [ 100.0] 945 | 94.5 | 823 | 89.3 - - - - - N - - - - - - - - - -
7440 | 110.7 | 1107 | 1042 | 104.2 | 98.0 | 980 | 922 | 92.2 | 86.7 | 86.7 | - - - - . - : - » - - | - . N SIGNED: 03/13/2014

PRODUCT REVISED
as complying with the Florida
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S _—;—*—ﬁ
REVISIONS

l=— 60" MAX FRAME WIDTH —
g REV DESCRIPTION DATE APPROVED
MAX 0.C. A | ADDED CALL OUTS 10/24/12 {R.L.
REVISED PER NEW TESTING 10/01/13 |R.L
4" — A ——1 e 4" MAX C | REVISED PER MD COMMENTS 03/13/14 | R.L
* I t A t
4" MAX
i |
o
8"
MAX O.C.
- - CHART #3
Design pressure rating (psf)
Frame - Frame width {In}
e S Helght 24.00 30.00 36.00 42.00 48.00 54.00 60.00
" (in) Pos | Neg | Pos | Neg | Pos [ Neg | Pos | Neg | Pos | Neg | Pos | Neg | Pos | Neg
O\ / l 6" MAX TYP 4.0 | 100.0 | 125.0 | 100.0 | 125.0 | 100.0 | 126.0 | 1000 | 1250 | 100.0 | 1260 | 100.0 | 126.0 | 100.0 | 1250
190" Al \10/ 74 i 3" MAX TYP 30.0 | 100.0 | 125.0 | 100.0 | 125.0 | +00.0 | 125.0 | 100.0 [ 125.0 [ 100.0 } 125.0 | 100.0 | 125.0 | 100.0 | 126.0
MAX A i [ 36.0 | 100.0 | 125.0 | 100.0 | 125.0 | 100,0 | 126.0 [ 100.0 } 125.0 | 100.0 § 125.0  100.0 { 125.0 | 106.0 | 125.0
FRAME ! _—*——!— 42.0 | 100.0 | 125.0 [ 100.0 | 125.0 | 100.0 | 125.0 | 100.0 | 125.0 { 100.0 | 125.0 | 100.0 | 126.0 | 100.0 | 125.0
HEIGHT il i 48.0 | 100.0 | 125.0 [ 100.0 | 125.0 | 100.0 | 125.0 ] 1000 | 125.0 | 100.0 | 126.0 | 100.0 | 125.0 | 160.0 | 125.0
% 54,0 | 1000 { 125.0 1 100.0 | 125.0 [ 100.0 § 125.0 | 100.0 | 125.0 | 100.0 | 125.0 | 1000 j 125.0 § 100.0 | 125.0
60.0 | 100.0 | 125.0 { 100.0 | 125.0 | 100.0 | 125.0 | 100.0 ] 126.0 | 100.0 | 126.0 | 100.0 | 126.0 | 100.0 | 125.0
A B 66.0 § 1000 [ 125.0 | 100.0 { 1250 | 100.0 | 425.0 | 100.0 | 126,0 | 100.0 | 125.0 [ 100.0 | 125.0 | 100.0 | 126.0
B 72.0 | 1000 | 125.0 | 100.0 | 126.0 | 100.0 { 125.0 | 100.0 | 126.0 | 100.0 | 125.0 [ 100.0 { 125.0 § 100.0 § 119.0
\G-9/ — 72.0 | 1000 | 125.0 | 100.0 | 125.0 | 4000 | 126.0 | 400.0 | 125.0 | 100.0 | 125.0 | 100.0 | 125.0 | 100.0 | 114.0
- L 84,0 | 100.0§ 125.0 | 100.0 | 125.0 | 100.0 | 125.0 § 100.0 | 125.0 | 100.0 | 1235.0 | 100.0 | 125.0 | 160.0 | 109.9
90.0 | 100.0 | 125.0 | 100.0 | 125.0 | 100.0 | 125.0 | 100.0 | 125.0 | 100.0 | 125.0 | 100.0 | 125.0 | 100.0 } 106.7
06.0 | 100.0 [ 126.0 | 100.0 | 125.0 | 160.0 | 125.0 | 100.0 | 125.0 § 100.0 | 126.0 | 100.0 | 125.0 { 100.0 | 104.2
- = 102.0 | 100.0 § 125.0 | 160.0 | 125.0 | 100.0 | 125.0 | 100.0 [ 126.0 | 100.0 | 125.0 § 100.0 | 123.8 | 100.0 | 1023
108.6 | 100.0 § 125.0 | 100.0 | 125.0 | 100,0 | 425.0 | 100.0 | 125.0 | 100.0 | 125.0 | 100.0 § 123.5 | 100.0 | 161.0
I / 114.0 | 100.0 | 125.0 | 100.0 | 125.0 | 100.0 §{ 125.0 | 100.0 § 125.0 } 100.0 | 125.0 | 100.0 | 1235 | 100.0 | 100.3
4" MAX ’ i 120.0 | 100.0 | 125.0 | 100.0 | 125.0 | 100.0 | 125.0 | 100.0 | 125.0 | 100.0 | 125.0 | 100.0 | 123.5 | 100.0 | 100.0
1 ! i VN f
-9
9020 PICTURE WINDOW
EXTERIOR VIEW

REFER TO CHART #3 THIS PAGE FOR OTHER UNITS RATINGS

DESIGN PRESSURE RATING IMPACT RATING

SMALL
+100.0PSF MISSILE IMPACT

SIGNED. 03/13/2014
MISSILE LEVEL A, WIND ZONE 4

WITH GLAZING A AND B . 7500 AMSTERDAM DRIVE
:SRGOOEE&;I;:X?[S&DW . W 1ﬂDOOf ORLANDO, FL 32832 g R L Y
! ¢ Morida st
Building Code | INCORPORATED  Prone iS40 o , O NN
S;C{?Pfénce oy fff* oot . Pax: 407.481.0505 www.windoosine.com § \,‘ \/\G ENg pek ,_p /,//
Ritation Date A2y 272, D 9020 PICTURE WINDOW i= * - o/’;ffm -
By [l MELE, Hise SMALL MISSILE IMPACT = o vy~ =
Nﬁam/Dadc Product Controd ELEVATIONS AND CHARTS =0 gTATE OF '51‘:
f/ ,J - Q(\‘ A PR
e DRAWN: DWG NO. REV //(} Q2. fOR\‘U‘?: 'Q)\t\‘i\\“
— 7 *ew?
AP 08-01635 C /,/g‘foNAL g\;\\\\
S M 06/20/2012 |4 OF 11 SR




R R - - |
REVISIONS
REVY DESCRIPTION DATE APPROVED
A | ADDED CALL OUTS 10/24/12 | RL
REVISED PER NEW TESTING 10/01/13 | RL.
C | REVISED PER MD COMMENTS 03/13/14 |R.L
144" MAX FRAME WIDTH
8" MAX TYP
12" 3" MAX TYP
, 43 3/16"
6 MAX MAX MAX. D.L.O.
CHART #4 |
{ , Lyl . . . Design pressure rating chart (psf)
8" MAX o ) Frame Total Frame Widlh (in)
. / y R Helght 36,00 5400 72.00 90.00 108.00 126,00 144.00
2 4 (in) Pos | Neg | Pos { Neg | Pos | Neg | Pos | Neg | Pos | Neg | Pos | Neg | Pos | Neg
240 | 700 | 1260 | 700 | 1250 | 700 | 1250 | 700 | 125.0 | 70.0 | 1250 | 70.0 | 1250 | 70.0 | 125.0
4] i 30.0 | 700 | 1250 | 70,0 | 12501 70.0 | 1260 | 700 | 126.0 | 700 | 125.0 | 70.0 | 126.0 | 70.0 | 126.0
10" 36.0 | 700 | 1250 | 70.0 | 1250 | 70.0 | 1250 | 70.0 | 1260 | 70.0 | 1250 | 70.0 | 1250 | 70.0 | 126.0
MAX. O.C 42.0 | 700 [ 1250 | 700 [ 1250 | 700 | 12601 70.0 [ 1250 | 700 | 125.0 | 70.0 | 1250 | 70.0 | 125.0
e I ., 48.0 1700 | 1250 700 [ 1250 | 700 | 1250 | 70.0 | 1250 | 700 | 125.0 | 700 | 1250 | 700 | 125.0
I 72 540 | 700 | 1260 | 70.0 | 1250 | 700 | 1250 | 76.0 | 125.0 | 700 1 126.0 | 70.0 | 1247 | 70.0 | 1200
MAX 0.0 | 70.0 [ 1250 | 70.0 | 126.0 | 70.0 | 1250 | 70.0 | 125.0 | 70.0 | 114.3 | 70.0 | 1065 | 70.0 | 100.0
FRAME 66.0 | 700 | 125.0 | 70.0 | 125.0 | 70.0 | 125.0 | 70.0 | 112.9 | 70.0 | 1000 ] 70.0 | 914 | 70.0 | 86.7
B- 5 - HEIGHT 72.0 | 70.0 [ 1250 700 | 1250 | 70.0 | 120.0 | 70.0 | 161.1| 70.0 | 888 | 70.0 | 80.7 | 70.0 | 76.0
-9 10
[ 4 ya pal
6" MAX /
* i f f 1 i | T t i T
18" MAX TYP ! 12" MAX O.C.
9020 TRIPLE PICTURE WINDOW
EXTERIOR VIEW
REFER TO CHART #4 THIS PAGE FOR OTHER UNITS RATINGS.
DESIGN PRESSURE RATING IMPACT RATING
SMALL
+70.0/-75.0PSF MISSILE IMPACT
MISSILE LEVEL A, WIND ZONE 4
WITH GLAZING A, B AND C
SIGNED: 03/13/2014
e ——
: 7500 AMSTERDAM DRIVE
PRODUCT REVISED W inDoot ORLANDO, L. 32832

as complying with the Florida
Buitding Code
Acceptancs No &L/
E:gplra tion Date £/
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 Fwms e "

INO. PART NUMBER DESCRIPTION MANUFACTURER MATERIAL
1 | 5-9020A1-WDI FRAME HEAD AND SILL ASSEMBLY KEYMARK ALUMINUM 606316
2 | S-9020A2-WDI FRAME JAMB ASSEMBLY KEYMARK ALUMINUM 6063-T6
3 1 5-8020A3-WDI MULL ASSEMBLY KEYMARK ALUMINUM 6063-T16
4§ FH-08559 MULL INTERIOR REINFORCEMENT KEYMARK ALUMINUM 6005-T61
5 | F5-06558 MULL EXTERIOR REINFORCEMENT KEYMARK ALUMINUM 6005161

l 6 | 5-49328 SCREW COVER REYMARK ALUMINUM 6063-T6
7 | 549330 FLUSH ADAPTOR KEYMARK ALUMINUM 6063-T6
8 |5-48329 9/16" GLASS STOP KEYMARK ALUMINUM 6063-T6
9 | 5-46084 1" GLASS STOP KEYMARK ALUMINUM 6063-T6
10 | 5-46083 1 3/8" GLASS STOP KEYMARK ALUMINUM B063-T6
11 | GSVN-07A GLAZING VINYL TEAM PLASTICS 80 DUROMETER
12 | 131014 #ax1” SCREW STAINLESS STEEL

| 13 #8x1 3/4" SCREW STAINLESS STEEL
14 #12x17 SCREW STAINLESS STEEL
15 [ 121000~-12100E1 | RUBBER SEFTING BLOCK 85 DUROMETER
16 | SIKA 552 URETHANE SEALANT SIKA
17 | S-9020A8-Wi CA RAIL ASSEMBLY KEYMARK ALUMINUM 60B3-T6
18 | 5-9020A5-WDI MEDIUM RAIL ASSEMBLY KEYMARK ALUMINUM 6063-T6

_u 19 [ S-9020A6-WD TALL RAIL ASSEMBLY KEYMARK ALUMINUM 606316

20 | 2206 INSULBAR ENSINGER TECATHERM 66GF

.035" SENTRYGLAS BY DUPONT o -

9/16" —=] e
1/4" HS o

1/47 HS | =

EXTERIOR

}

15/16” BITE

f INTERIOR

GLAZING DETAIL A

EXTERIOR

VERTICAL SECTION

STANDARD/STANDARD RAILS

3/16" TEMP —]

11

ALUMINUM
SPACER SYSTEM

EXTERIOR (15

L 3/16” HS

— 3/16” HS

|

15/16” BITE

f

GLAZING DETAIL B

R

INTERIOR

PRODUCT REVISED

as complying with the Flotida
Duildiug Code

Aceeptance Noﬁﬁ if.k Yy
E\&Qunn Drate ﬁ_g«

Uv_zi_ @W ﬁ&a

i mml }Jadu. Piodnot’ CkmLPéT ]

e

FOR A'PROVED RAILS COMBINATIONS SEE SHEET 7

REVISIONS |
REY DESCRIPTION DATE APPROVED I
A | ADDED cALL ouTs 10/24/12 | RL l
B | REVISED PER NEW TESTING 10/01/13 | RL
C | REVISED PER MD COMMENTS 03/13/14 | RL

INTERIOR
EXTERIOR
HORIZONTAL SECTION
1 3/8" j—
3/16” TEMP|— . 3/16" HS

— .035" SENTRYGLAS BY DUPONT

3/16" TEMP — |

ALUMINUM
SPACER SYSTEM

EXTERIOR

18 3/16” HS

15/16" BITE

s -

S

INTERIOR

GLAZING DETAIL C

WinDoor

7500 AMSTERDAM DRIVE

ORLANDO, FL 32832

INCORPORATED

Phone: 407.481.8400
Faw: 4074310503

www.windootine.com

—=|4— 035" SENTRYGLAS BY DUPONT

SIGNED: 03/13/2014

9020 PICTURE WINDOW
SMALL MISSILE IMPACT
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REVISIONS

REV DESCRIPTION DATE APPROVED

A | ADDED CALL OUTS 10/24/12 |R.L.
REVISED PER NEW TESTING 10/01/13 | R.L.

C | REVISED PER MD COMMENTS 03/13/14 |R.L.

INTERIOR INTERIOR " INTERIOR

Al

; . Lan | e
anl g ﬂ CA/CA RAILS E‘w? %uj ¥
| CA/MEDIUM RAILS
ﬁuﬁ%q
CA/TALL RAILS
EXTERIOR INTERIOR " INTERICR EXTERIOR —|d INTERIOR
,_!U\L
_w;,ﬁ' 1 E n
EXTERIOR . INTERIOR EXTERIOR INTERIOR
EXTERIOR INTERIOR 11
=T N 3 ! L L] ||
T T

LAn )

Ay nglx g @mﬂ NgrE

STANDARD/CA RAILS  STANDARD/MEDIUM RAILS ~ MEDIUM/MEDIUM RAILS STANDARD/TALL RAILS MEDIUM/TALL RAILS TALL/TALL RAILS

SIGNED: 03/13/2014

APPROVED RAIL COMBINATIONS : 7500 AMSTERDAM DRIVE,
FOR OTHER ITEMS SEE VERTICAL PRODUCTREVISED WinDoot ORLANDO, F. 3283 N R Logy,
A8 Co mng wi ¢ floraga ThE - .
CHOSS SECTION SHEET6 Bulldmlzg)((:ogle . . {.’? ) INCORPORATED Fax: 4074810505 www.windoorinc.com -:?\VO.\I\G ENS .4&///
A t No /i HEET A ~ » %, ~
Expimation Date Ly 222077 9020 PICTURE WINDOW She Mo, B5IH kT
STt SMALL MISSILE IMPACT = __ i s =
by L1/ (el = = g iy <1 =
Ml s wtf;% APPROVED RAIL COMBINATIONS =R &raTE oF - &3
;—Cff . L DRAVN: DG NO. REY ’}/ ,%\6: :":{OR\Q?: ;('9\% \\‘:
08-01635 c O///)?/OML e\
0 0672072012 j**7 OF 11




REVISIONS
REV DESCRIPTION DATE APPROVED
7/8" MIN A ADDED CALL QUTS 10/24/12 R.L. I
4‘ ™ EDGE DISTANCE REVISED PER NEW TESTING 10/01/13 | R.L
WOOD FRAMING - METAL C | REVISED PER MD COMMENTS 03/13/14 | R.L
OR 2X BUCK — STRUCTURE 1/4” MAX.
BY OTHERS | 5/8" MIN. BY OTHERS == SUiiM SPACE
EMBEDMENT | ‘
s L_J ' Z " “E INTERIOR
APSPEF;(EXE]Q E&j 1/4" MAX. APSPEF}_\(EX&? Dr}ﬂ 1/4" MAX. jp
SHIM SPACE SHIM SPACE AN
= = =
; :E #12 SMS OR ’
#12 wWooD E ]y ; SELF DRILLING SCREWS / :
SCREW ; [j; j
METAL
B A i W #12 SMS OR STRUCTURE EXTERIOR l
SELF DRILLING BY OTHERS I
SCREW APPROVED
EXTERIOR INTERIOR SEALANT
EXTERIOR INTERIOR /B JAMB INSTALLATION DETAIL
(8, METAL STRUCTURE INSTALLATION
#128\’(\3’332 1 5/8" MIN. _1/47 MAX,
#12 SMS OR EMBEDMENT SHIM SPACE .‘_
SELF DRILLING
: SCREW { INTERIOR
....... :- 7/8" MIN:
APPROVED S ) APPROVED EDGE
SEALANT [Xj 81/4 MAX. SEALANT y f
HIM SPACE 1/4" MAX. ] ......
- | { SHIM SPACE l_—_]
WOOD FRAMING 1 578" MIN. METAL i
OR 2X BUCK , EMB/EDMENT STRUCTURE f #128‘2‘;38’% -
BY OTHERS BY OTHERS
1 /AN VERTICAL CROSS SECTION / §
WOOD FRAMING !
TALLATION
VERTICAL CROSS SECTION \8./" METAL STRUCTURE INSTA OR 2X BUCK N approvey  EXTERIOR
\.8./ WOOD FRAMING OR 2X BUCK INSTALLATION BY OTHERS SEALANT
JAMB INSTALLATION DETAIL
WOOD FRAMING OR 2X BUCK INSTALLATION
SIGNED: 03/13/2014
\ x 73 7500 AMSTERDAM DRIVE
FPRODUCT REWS‘;DFI " lnD O Or ORLANDO, FL 32832
e rith t oriea ae; 407481
B Code 4 TNCORPORATED  IRptis o foorinc.com
Acceptance Mo _éufﬁ;,ﬁf’ . N
Bupiration Date Aot 29, 200 | 9020 PICTURE WINDOW
yvc;gtonmo EXTERIOR FINISHES, BY OTHERS, NO B;"?fl;f b L SMALL MISSILE IMPACT
INTERIOR AND EXTER , BY O , NOT Mo ads Praduc Confet INSTALLATIONS DETAILS
j[/ o DRAVIN: DWG NO. REV
AP, 08-01635 c
SCAE NTS — |PNE 06/20/2012 |ST€T8 OF 11




CONCRETE/MASONRY

2 1/2" MIN.
" EDGE DISTANCE

BY OTHERS

OPTIONAL 1X BUCK
SEE NOTES 3—7 SHEET 1

R N i

_ - -Av:. A 1 1/4” MIN.
LA EMBEDMENT

f

o 1

APPROVED
SEALANT

T

1/4" TAPCON

EXTERIOR

1/4” TAPCON

APPROVED
SEALANT

OPTIONAL 1X BUCK
SEE NOTES 3-7 SHEET 1

1/4" MAX. _I
SHIM SPACE

INTERIOR

1/4" MAX.
| SHM SPACE

CONCRETE/MASONRY

i

BY OTHERS

1 1/4” MIN.
EMBEDMENT

2 1/2” MIN.
EDGE DISTANCE

VERTICAL CROSS SECTION

CONCRETE/MASONRY INSTALLATION

*

REV DESCRIPTICN DATE AFPROVED
10/24/12 |RL
10/01/13 | R.L
03/13/14 |RL

A | ADDED CALL QUTS

REVISED PER NEW TESTING
REVISED PER MD COMMENTS

1 1/4" MIN. _
EMBEDMENT
CONCRETE /MASONRY
BY OTHERS
1/4" MAX.
OPTIONAL 1X BUCK S [
SEE NOTES 3-—7 SHEET 1 T SHIM SPACE
1/4" TAPCON A
\~ A INTERIOR
-9
v
. EEREE
VA‘Q )
2 1/2” o
MIN. AUV
EDGE Sl
DISTANCE e
.
o EXTERIOR

PRODUCT REVISED
as complying with the Florida

APPROVED
SEALANT

B JAMB INSTALLATION DETAIL
CONCRETE/MASONRY INSTALLATION

NOTE:
INTERIOR AND EXTERIOR FINISHES, BY OTHERS, NOT
SHOWN FOR CLARITY.

SIGNED: 03/13/2014

\ X 74 7500 AMSTERDAM DRIVE
1ﬂDOOf ORLANDO, FL 32832
INCORPORATED  Ihone 4074818500

Fas: 407 461.6505 www.windoortinc.com

Building Code |

Acceptance No { 54?_&_ f}@ ; /
E}.p:mhon Date ﬂ‘ 'y

B) /K f/ & y - -
M:aml ade Product Contmir

9020 PICTURE WINDOW
SMALL MISSILE IMPACT
INSTALLATIONS DETAILS

DRAWN: DWG NO. REV
A.P. 08-01635 C

J5CAE NTS |DATE 06,/20/2012

SHEETQ OF 11




f—— 3 3/16" ] REVISIONS l

3 3/1 6” 3 1/4" l REV DESCRIPTICN DATE APPROVED
SN - S/ - ) A | ADDED CALL OUTS 10/24/12 | R
q r 3/4 B REVISED PER NEW TESTING 10/01/13 K.L.
Nl 2 1/4" DN 2 1/4" 11/4" ﬂ:JD.-;J:i [:”‘] 3 1/2° g —4 C | REVISED PER MD COMMENTS 03/13/14 |RL.
=1 1/18
t g \ /
() FRAME (2)  FRAME J (“)REINFORCEMENT
ALUMINUM 6083-T6 .080" THICK ALUMINUM 6083-T6 .080" THICK —] ALUMINUM 6063-T6 . 100" THICK
(3MuLL ASSEMBLY
ALUMINUM 6063-T6 .080" THICK
I_—T 11/16" :l 1.3/8" = j |- 3/8"
§\“-\‘“ 15/18" ﬁ g .
| I ERVZE T s I emaaid 5/8" N 11/
N 11/16% [ Tﬁ Pl {
f T 1/4”
9/16" GLASS STOP 1" GLASS STOP 1 3/8" GLASS STOFP
(& REINFORCEMENT SCREW COVER @ FLUSH ADAPTOR (®) 063" THICK @ 063" THICK 063" THICK
ALUMINUM 6063-T6 .080" THICK  ALUMINUM 6063-T6 .050" THICK ALUMINUM 6063-T6 .065" THICK
3 3/18" -
M )
. 3 3/16” — ]
n o | 15/16”
e 3 3/16" —— =\
4 9 7/1 6” 1/4” J_— ULBAR
INS
5 7/8" ) % @ TECATHERM 66GF .075" THICK
n3Y
—Wr SIGNED: 03/13/2014
3 7/8" :
‘W' 7500 AMSTERDAM DRIVE
| PRODUCT REVISED lnD 8]0) ORLANDO, FL 32832 " 3
E giﬁﬁ;gﬂ%wm the Florida INCORPORATED giﬁ'ﬁ;ﬁgg;m www.windoorine.com \}\\,\? .\"\0 EN @;‘.'70’)///
A N fﬂ-’;{;‘ g S . c' ?’
L i @LRELMELF_M Exprtion pa £ B19 9020 PICTURE WINDOW =k 04%51 *Z
72 1 Ny o Jﬁg-v/;—% SMALL MISSILE IMPACT =g i e
@ CA RAIL @ MIDDLE RAIL ) M’fmmpa&e Frotes el COMPONENTS ZR STATE OF - &3
ALUMINUM 6063-T6 . 100" THICK ALUMINUM 6063-76 . 100" THICK | EM—U——UI—'UL— [ PR s — ’/// N LLoRio% S
TALL RAIL - |A-P- 08-01635 ¢ ////& ¢ D
ALUMIN SHEET 10 OF 11

UM 6063-T6 . 100" THICK ISCALE NTS |DATE 06/20/2012




REVISIONS

REV DESCRIPTION DATE APPROVES
- A | ADDED CALL OUTS 10/24/12 |R.L
/< ‘ B | REVISED PER NEW TESTING 10/01/13 |RL
i ” ; C | REVISED PER MD COMMENTS 03/13/14 |R.L
02
Y Py

A}

7>
16
o 20
o /@
Q
| N [ f 2 1) (18) (11
AN|
11
- o ‘/
. .‘E HORIZONTAL INTEGRAL MULLION T
\ I i
\
N\ : BOTTOM RAIL
i) y N

VERTICAL INTEGRAL MULLION

SIGNED: 03/13/2014

: 7500 AMSTERDAM DRIVE i
#8 X 1" Pl PRODUCTREVISED WIHDOOI ORLANDO, FL 32832 \\\\}35 : LOI/L;////
k mpkying with ¢ ida Phone: 40748184 e,
SQUARE DRIVE Building Code e INCORPORATED %ﬁwﬁéﬁﬁ%‘w www.windoorinc.com \\\‘\\, .'\C,EN S ,"7 o
SCREWS Acceptance No | 2
Expitation Date {777, 7 9020 PICTURE WINDOW = 51 * =
By ﬁ?;@ﬁg{}%ﬂiﬁu SMALL MISSILE IMPACT E ;_
CORNER DETAIL Miomi Dade PmductConuﬁl COMPONENTS 3% A AT OF 5
f- o/ DRAWN: DWG NO. REV /’//'?c:& '?OR\O?*
A.P. 08-01635 c “ XN

///LEION;X{,E\\\ S
[ NTS 0N 06/20/2012 [T 11 OF 11 i)




